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Overview Date:   

PCN number: 20240038 Product category: 

Product name: PEMG2 ☐ Metering 

☒ Communication 

☐ Accessory 

☐ Software 

☐ Packaging 

Data sheet changed: ☐ Yes 

☒ No 

Attachment: ☐ Yes    Datei:  

☐ No 

Contact: Your EMH-metering sales contact person: 
 

Reason for change: 

New FW Version c14b2c for PEMG2 – important FW enhancements 

Description of change: 

The new FW Version c14b2c_2024.05.07_13:35:52 is usable and released for all already supported DCS connections plus 
DCS Rte. 
 
New feature set for integration Rte DCS – (e.g. remote excess by polling mechanism) 
New feature set security - Firewall on DCS address, 5 password tries time out, data request password,  
        new user role “reader”, X-API-Key and X-CPID in HTML header,.  
New feature Load Profile and Event Log - readout on website for up to 3 days 
New error event for “dedicatedWirelessConnection” 
Improvement CEBD timestamp handling for readout measurements 
Fixes and enhancements  
 
The new FW Version will be delivered as standard from September 2024. 
The former FW Versions 4a99b7_2023.09.29 and c37371_2023.12.06 will be discontinued for new delivery. 
 

Changes in detail: 

Before change After change 

  

FW: 4a99b7_2023.09.29_13:58:08 and 
FW: c37371_2023.12.06_11:00:18 
 

FW: c14b2c_2024.05.07_13:35:52 
 

 
 

 
 

Summary: 

New standard FW c14b2c with enhancements for Rte, security, read out and smaller fixes.   
 

Effectiveness / availability: 

The old FW 4a99b7 does not necessarily have to be updated and can be kept on running stock,  
but it is recommended to update the PEMG2 in the field with the new FW Version.  
 
The new FW c14b2c will be supplied from September 2024 for all deliveries. 
The new FW c14b2c can be used for updates by customer on any PEMG2 HW, also in the field.  
 

Remarks: 

The PEMG2 FW c14b2c is compatible with EM4TII+ FW 1.20, 1.23, 1.25.  
For full functionality the EM4TII+ FW 1.25 is requested (see PCN20230016, PCN20230002). 
 
If you require samples of the new variant (with cost) please contact your responsible sales contact person.  

 


